
LXS 21
Lithium Battery Saver

For all Electric RIC Aircraft
Monitor for Lithium Polymer (Li-Po) or Lithium Ion (LI-Ion) technology battery packs

UserÕs Guide
Important

Please read before using
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General Information

The LXS 21 is a precision instrument designed specifically for R/C models that are powered by Lith-
ium Polymer (Li-Po) or Lithium Ion (LI-Ion) technology battery packs.  Its primary purposes are to pro-
vide a visual warning of a low battery condition regardless of the reason and also help to prevent the 
pack from being inadvertently left ÔonÕ which can destroy expensive Lithium packs.  

The LXS 21 is manufactured to mil spec standards using state of the art IC chips and surface mount 
components which makes it very rugged, highly reliable and very accurate.  The visual warning is 
provided by the latest ultra-brite LED technology.  

FEATURES: 
  !  4 - 15V adjustable V oltage Range
  !  Low Power Consumption (2 ma)
  !  Small & Light W eight
  !  Rugged & Durable 
  !  Daylight V isible LED Indicator 
  !  Shock & V ibration Proof 
  !  W ater & Fuel Resistant
  !  ÔPlug & PlayÕ Operation
  !  Compatible with all R/C Radio Systems
  !  Compatible with all R/C Frequencies
  !  Uses Onboard System for `Actual' Load Monitoring 
  !  3 Models and 5 LED Colors Available 
  !  Limited Lifetime W arranty 

Primary Functions :
  1) ÔReal TimeÕ Load Monitoring 
  2) Under Voltage Warning 
  3) Pack Left plugged into load warning [Rx Left ÔONÕ Warning]
  4) Cell Failure Warning 
  5) Warns prior to `Soft and/or ÔHardÕ BEC Kick-in which allows full operational control
      of model before automatic throttle reduction.
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MODEL DESCRIPTION & INSTALLA TION

MODEL I - Standard

LED is permanently mounted to side of module.  Simply affix 
with supplied double sided tape and/or hook & loop to any 
flat surface on open bodied model.  For models without see 
through body:
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